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MAXIMUM & NORMAL TRANSVERSE JOINT SPACING A, A\
IS 15 THE MINIMUM TRANSVERSE JOINT SPACING END CONRETE
[S . ALL TRANSVERSE JOINTS MUST CONNECT PAVEMENT KEYED
ACROSS THE PAVEMENT. NORMAL LONGITUDINAL CONSTRUCTION
JOINT SPACING IS 12/ & THE MAXIMUM IS 15 JOIN TYPE C
THE LONGITUDINAL JOINTS SHALL BE CONCIDENTAL
WITH THE LANE LINES. THE WAXIMUM TIED L
WIDTH IS 38'. ALL CONSTRUCTION JOINTS SHOULD = CURB
END CONCRETE Be TIED. UNTIED CONSTRUCTION JOINTS® SHALL N\
AVE A KEYWAY CONNECTION WHEN THE
PAVEMENT 7 BUveuenT 1S R YhilkER.
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OPTION 1 OPTION 2 JOINT - TYPE C KEYED CONSTRUCTION 1. THE TYPICAL PAVEMENT JOINT PATTERN SHOWN IS FOR ILLUSTRATION
NO.3 x 30" CURB TIE JOINT - TYPE C PURPOSES ONLY AND IS INTENDED TO BE USED AS A GUIDE IN DEVELOPING
PLACE AT 277 0.0 FLUSH WITH SURFACE THE JOINT PATTERN FOR THE PROJECT. THE CONTRACTOR SHALL
TOP OF CURB L - 20" r NO.8 DEFORMED TIE BARS PREPARE A PAVEMENT JOINT PATTERN FOR THE ENTIRE PROJECT FOR
} g PREMOLDED STRIP 15" LONG AT 12" CTRS. APPROVAL BY THE ENGINEER.
cop |« p- 1”4\"4 R 1 crs [L j 2 PROFILE GRADE / Yg" RADIUS 2. WHEN POSSIBLE, MANHOLES SHALL BE CENTERED BETWEEN JOINTS. JOINT
JOINT \ L N w, / NG RUENEE N \ \_ ‘ SPACING MAY BE ADJUSTED NEAR MANHOLES,WITHIN THE STANDARD LIMITS.
- P as mTTE o L 48 Ar— /N SO NI SR AR MANHOLES SHOULD BE AT LEAST TWO FEET FROM A JOINT. [F THIS IS
o NS »scofvsmucr[o/v AR A S PN e T 1) LU Vit N NOT FEASIBLE, THE MANHOLE SHALL BE CENTERED ON THE JOINT. WHEN
i '4 N CONCRETE | 4 JOINT TYPE C_ e r AT e T e NI SR NERA 2 < 4 A MANHOLE IS LOCATED TWO TO FOUR FEET FROM A JOINT, SPECIAL
TATAR PAVEMENT Lo s 7. 8% T &5y % , QY | e e 9 afas a4 8T o REINFORCEMENT, AS SHOWN, SHALL BE PLACED AROUND THE MANHOLE.
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. IF THE CONTRACTOR ELECTS TO BOX OUT AROUND THE MANHOLE OR

CATCH BASIN FRAMES AND PLACE THE PAVEMENT AROUND THE FRAME AS
A SEPARATE OPERATION, KEYED CONSTRUCTION JOINTS SHALL BE PLACED

AS SHOWN IN THE BOX OUT DETAIL.

PAVEMENT.

CURB CONSTRUCTION.

. JOINTS [N THE CURBS SHALL COINCIDE WITH TRANSVERSE JOINTS IN THE
. SEE STANDARD DRAWING H-1FOR ADDITIONAL NOTES ON REQUIREMENTS FOR

. THE CONTRACTOR MAY PLACE CURBS AS SHOWN IN OPTIONS 1,2 OR 3.
. SAWED JOINTS SHALL BE Y4 WIDE AND SHALL BE FILLED WITH HOT POURED

ELASTOMERIC JOINT FILLER MEETING REQUIREMENTS OF ASTM D-3406 OR A
NEOPRENE COMPRESSION SEAL OF APPROVED CONFIGURATION MEETING THE

REQUIREMENTS OF SUBSECTION 704.04 MAY BE USED.
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